
 

LIABILITY: 
The information contained in this brochure was current on the publication date. 
DEC INTERNATIONAL reserves the right to make changes in details at any time without 
prior notice. In order to avoid misunderstandings, any interested party is advised to 
contact DEC INTERNATIONAL checking for any changes in materials and/or information 
after this brochure was published. 

PLEASE NOTICE: 
The consultant is responsible for the actual installation and mounting of 
the product. The mentioned values with respect to temperatures are not 
appropriate to be used to determine the physical properties. These 
properties are also dependent on humidity and the temperature of the air 
inside and outside of the H.V.A.C. system. 
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Dutch Environment Corporation BV in 
the Netherlands and/or other countries. 
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DWRA 
WEATHER PROTECTION GRILL 
AIR MANAGEMENT SYSTEMS 

 

PRODUCT PROPERTIES DIMENSIONS (IN MILLIMETRES) 

WEATHER PROTECTION GRILL DWRA 
 
For exhaust and supply. 
With connection bush, clamp fixing and  wire gauze. 
Every 3 Months the screen should be cleaned to prevent 
clogging! 

Dimension = Dimension connection bush. 
Material: Aluminium. 
 
 

Dimension  and weight  

d1* 
d2  

± 2 mm 

L  

± 5 mm 

weight  

(g)≈ 

080 103 50 065 

100 125 50 090 

125 150 50 120 

150 175 50 160 

160 188 50 175 

180 210 50 215 

200 225 50 230 

224 250 50 300 

250 275 50 320 

280 310 50 430 

300 325 50 470 

315 340 50 550 
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